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9ss CO-Monitor Operation and Reset Procedures 
 

Before replacing battery or to reset system, please follow these instructions: 
 
When replacing the battery or testing the monitor system: 
 
1. Remove the plastic cover of the CO Safety Shutoff from the base. 
2. Remove the battery and locate white button and hold down for 5 seconds to clear any 
residual values left in the circuit board. 
3. Replace battery 
4. Re-attach cover. 
5. Locate test button on top of the cover and hold down until a beep is heard, then release 
button. At the end of the test, the unit will sound a three second test confirmation “beep” 
and assume normal operation within 5 seconds  
 

Normal operation: Red light blinks once every thirty seconds 

Replace battery: Red light blinks and beeper sounds once every 30 
seconds 

Circuit Fault: Red light blinks and beeper sounds twice every 30 
seconds 

CO Detection: Red light blinks twice with double beep every 3 
seconds 

  
 

• Appliance will shut down following normal test operation.  
• Appliance must be re-lit to restore function. 

 
 

OPERATING TEMPERATURE RANGE for the 
CO-Monitor is: 32° F to 125° F (0° C to 51°C) 
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9ss CO-Monitor Installation Instructions 
 
If your appliance model is a CM, the CO monitor will have to be attached to the appliance and the 
reset procedure below followed before you can start your appliance, otherwise it will not stay lit: 

 
1. Remove the plastic cover of the CO Safety Shutoff from the base. 
2. Install the battery provided 
3. Re-attach cover. 
4. Locate test button on top of the cover and hold down until a beep is heard, then release 

button. At the end of the test, the unit will sound a three second test confirmation “beep” 
and assume normal operation within 5 seconds  

5. Take CO Monitor and locate the male end of the wire, this has to be plugged into the female 
end located at the following areas of each product 

 
All locations are facing the back of the fridge 

 
UGP18 CM    - Back left hand side about half way up 
UGP15 CM    - Back left hand side about half way up 
UGP13 CM   - Back left hand side about half way up 
UGP10 CM - Back left hand side about half way up 
UGP7.8 CM     - Bottom left hand side beside the on/off valve 
UGP8.5 CM  - Back, top right hand side 
UGP6.0 CM  - Back, top right hand side  

  
Location of the CO-Monitor should be away from the following 

• Direct Sunlight, Gas Stoves & Woodstoves 
 
Please ensure that quality batteries are used in the monitor, like Energizer or Duracell, $1.00 
store batteries will cause false readings on the monitor.  
 
 
Unique’s warranty on the monitor is simple, it is 5 years from the date of purchase, please contact your 
dealer to place a warranty claim. Unique will arrange with the dealer to replace your defective monitor, then 
you the customer are responsible to return the defective monitor. The manufacturer warranty is as follows 
(During the initial two (2) year period commencing with the date of manufacture, any repair or replacement shall be 
made without charge. During the later four(4) years of the warranty period, any repair or replacement shall be made at a 
charge to the purchaser not to exceed the manufacturer's cost of repair or replacement. All replaced items become the 
property of Quatum Group Inc). Unique makes it simple for you, you will not have to return it to the 
manufacturer, we will deal with them. 




